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Your machine requires constant voltage for optimum perform

o. If voltage change s necessary, refer to VOLTAGE
CONVERSION procedure.
* As dirty or magnetized heads become the source of oss of

sound, sound drop-out, distortion, and other recarding an
eads should be kept clean and de-

on a flat level surface and operate in either a

vertical o horizontal position.

ppl
Avoid using your machine in extremely hot and humid or dusty
places.

Do not blcck the ventilator.
* For clear sound, avoid over-level recording. Normal recording is
0" VU,

TAPE LOADING

If the sound sources are so far away from

the input level controls must be turned to maximurm, some hum

or noise will inevitably be recorded. A test recording is

making a final recording.

ise Tape is standard for this machine. The
ed,

recommended before

ular tape "
* Set Tape Selector Switch to Wide Range position only when
using special wide range tape of a grade higher than low noise
:

As tapes which have not been used for a period of time may
have become sticky, run tape once before using.

Always store tapes in a cool, dry place.

Proper tape tension and automatic stop cannot be effected if
the tape is not threaded through the Tension Arm/Automatic

ading.

* 1 your machine will not record or playback, check input and

nections and controls and position of Pause Switch.

Should there be a problem with your machine, write down the
model and Il pertinent dat

coverage as well s a clear description of the existing trouble and
contact your nearest authorized Akai Service Station or the Service
Department of Akai Company, Tokyo, Japan.

VOLTAGE CONVERSION

\M,,\'“

Your machine is equipped with a universal voltage selector offering

six selections of voltage from 100V to 240V AC. Voltage is preset

at the factory according to destination. However, the operator is

requested to reconfirm setting and, if necessary, readjust as

follows:

(1)DISCONNECT POWER CORD and remove the Fuse Post by

direction of arrow.

(2)Remove the Voltage Selector Plug and reinsert so that proper

-out,

d with fuse post, (Refer to standard
oper fus

long the life of your

machine, it is important that the line voltage be held within 10% of

standard area voltage.

Place a full reel of tape on the Supply Reel Table and an er
the dotted lines in the figure. Lock reels into place with Reel
Retainers provided on reel shafts,
Be sure 1o thread tape through Tension ArmfAutomatic Stop
ever,

TAPE SPEED SELECTION

This model operates at 7-1/2 and 3-3/4 ips tape speed. Select
desired speed with Tape Speed Switch.

Stereo recording time using an 1,800 ft. tape is 3 hrs. at 3:3/4 ips
and 1172 hrs. at 7-1/2 ips,

This model employs a 4-track, 2channel stereo recording and
playback system.
STEREO RECORDING AND PLAYBACK
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Stereo recording and playback requires the simultaneous use of
two tracks. The first stereo recording and playback takes place on
d playback takes place on tracks 2 and 4.

o v th
reels have been inverted. To record on tracks 2 and 4, invert reels.
“This model does not record in reverse direction.

AUTOMATIC & MANUAL REVERSE PLAYBACK

This model f nd

eliminates the trouble of inverting reels by hand. For automatic
m forward to reverss playbackl, simply apply about a

3/4” (2 cm) piece of sensing foil to the outside of the tape at

desired reversing point.

For manual reverse in either direction, operate Manual Reverse

Buttons at any time during playback

DIRECT FUNCTION CHANGE CONTROL

This machine features direct function change from Play or
Recording mode to F. Forward or Rewind and between F
orward and Rewind

* Depress STOP Key 1o stop F. Forward or Rewind.






[image: image5.png]STEREO PLAYBACK

Make necessary connections as shown in CONNECTING DIA
GRAN and load a pre-recorded ta
Turn on Power Switc
Set Monitor Switch to TAPE position.
Select tape spee.
Depres PLAY Key 10 begin playback

djust Volume Controls (GX-230D Output Level Control) and
external amplifier controls.
Depress Manual Reverse Button = for playback of tracks 24
Because Modl GX2%0 s qumpd i 8 i amafior o
pair of s is all that is necessary ‘or playback. Howe

o conneciod 0 8 pae of speskers Iwough

fier in the same way as Motel GX-230D (Refer
ECTING DIAGRAM)

roos>

STEREO RECORDING

ecessary oawwecrma oIA-
GRAM and lcadampe(New \aDEWesbesx results
A. Turn on Power Switc

C. Set Tape Selector Switch according to tape being used. (Refer

10 Tape Selector Switch under CONTROLS)
. With Reset Btton, st Index Courter 10 70000, {Prvides an
e tape).

ey refrence for »mmq poitorson he

E. Set Tape Moni h to SOURCE posi

F. Depress Recmdmu REG) e (Recoramg nator Lomp il
ight)

G Ad,us\ and balance input level with appropriate Input Level
Controls,

H. When an optimum recording level has been determined, while
holding the REC Key at depressed position, depress PLAY Key.
10 begin recording.

1. Invert reels to record on tra

* Dual Mnmmnng [mmgarmgs\gna\s being recorded with source]

can be accormy by ine Tape Nontor Switch 10

a from TAPE and SOURCE postions. T seares more
prcise adiusiment of gt leve for prolessonal recording
i
Goution: Monitring dring recorsing connot be accomplished when
wsing the Din 4
For Microphons av\d “Vine Vising, connect micophanes ©
other source 10 Line I ks
microphone input with Microphone Recording Lol Gl
e e gt Line gt Lo Comeos

ABSENTEE RECORDING (tim ording)

9 rnal
this machine, Load 4 tape for recording, avoiding tape slack,
Adjust input vl following reconding o with
ower Switch turned ON and the REC and PLAY Keys locked

begin recordin

" Tnis macnine featues Avtomati Stop. e s e o the

e a n ArAuomatcStop Lever drops
sm is acti stoy

o e vated 1o

HEAD CLEANING

While GX Hems do ot require agreat des of c\eamnm o ape
which has beer ead olear

‘e cloa srior t record mg
Remove head cover and clean the neads with a cotton swab stick
which has been dipped in Akai Cleaning Fluid {from Head Cleaning
Kit HC.500). Al clan the pirch rolr, capstan shat, and tspe
guides, etc. ov h the tape traves.

B Avar Cloaing F1i s ot avfble, e alcahol. Do ot e

other chemical cleaners s the rubter parts will deteriorate.

HEAD DEMAGNETIZING

Norrlly, th s e pises wich form part of therecording
and playback head become sightly magnetized.
egpeaton s opairbl dropaut and
racommendsd that head do e p
The o e ccompiies w5 ook e
brining e o of the damegnetizer loe to the heat o
mking severl sl ircular motions over ll e surface sees s
ousing.
B t e o e power of th it ror t demuetizing

he heads,

* Auoid switching the demagnetizer on and off near the head
block area or VU Meters,

* Do not use magnetized tools in the vicinity of the heads.
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Cut tape diagonally with an overlap 5o that the ends are fined up.
{cutting on diagonal eliminates detection of splice in recording).

ure ands everly. Trim off pxcesssplicig tap, cuttinginto
Tope very Slhly. This eliminates the possibiliy of asticky splice
For smooth and exsy tpe sphcmg Akt portable twpo spicer,
Model AS3 is recommend

PE ERASING

Any igat nformationpreviusy recorded on' ape wil e srsed
iramarialy 3 now ecording is made on the sme taps, For
ering ony, trad e (e nd et macnineto i made
No_plugs ould be connecta o the imput facks and recrding

input e controls should b et 10 mimmom. For as and comn
e e ot A Model ATE Tape Evvir s rocormmended

CHNICAL DATA

Track System 4 ek 2 chaone streo sysiem

Reel Capacity Wio7"
Tape Speed 53 and 3304 ips (10.7%)
Wouw and Flutter Les than 007% RS ot 7 12 ips:

Frequency Respome .. 30 e 10 23,000 s ae) at712ips
9 AKAI LN-150-7 T:
50%4 % 19,000 s (3 i)

Distortio Less than 1% (1,000 Hz "0 VU
SionatoNoise Ratio . Bever i 60 0B (measured via ape
with peak recording level of +6 VU]
Erase Ratio Better than 70 d8.
100 KHz

Bias Frequency
Heads (3): One GX Forward Playback,

ine GX Reverse Playback, One
combination GX Recording/
Erase

Motors: (31: One AG Sarvo Motar for cap
drive, Two eddy current motors for
reel driv
Fast Forward and Rewind
ime 75 sec.
Output Jacks

usinga 1
 Line (2) o9 0 \IUY(Rewwed
loadimpedancer more than 20 K onms)
Phone(1): 30 mV.

Spener(1: Cominious powsr outpur
7 watts per channel minimum RMS

& s o impednes o 100 210

re than 3% total harmonic msmman
Microphore(2): 03 mv/4.7 K o
(27

Input Jacks

Din Jack ...
Semi Conductors GX o0 eanistos 41, Diodes 32,
2300 Transistors 41, Diodes 28

Power Requirements ... US.A, and Canada (CSA, UL, ant

Power Consumption ... GX.230: 120W; 6 230D: 90W
Dimensior -+ 4401 x 3051H) ¢ 208(0)
(17.3x 156 x8.1")
6X230: 16.7 kg (36.7 1bs)
GX-230D: 15.2 kg (33.4 1bs.}
* Specifications determined with Scotch #211 1ape unless other.
wise noted.
For improvement purposes, specifications and design are subject
10 change without notice

Weight

ANDARD ACCESSORIES

ool . . e

. JRToeo 1
Fuses [RTPR 15t
Ov&nmsta wal 1
= fuses not included with CEE, CSA, UL, and LA modls
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SPEAKER

The Din Jack can be used instead of Line

sacks. This enables connection with
ampiifier through a single
Tnen recoring wing O Jack, sty

iopatwith  MICROPHONE  INPUT
LEVEL CONTROLS.
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TAPE DECK OR RECORDER 'RECORD PLAYER
WITH CRYSTAL OR
CERAMIC PICK-UP
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RECORD PLAYER WITH STEREO TUNER SPEAKER SPEAKER
MAGNETIC CARTRIDGE
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1t fire or shack hazard, do not ex

to rain or moistu

re not equipped
ersion is not
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