





































































































































































	B77 MkII Operating Instructions
	Safety Info
	Conformity Declaration

	Deutsch - Nederlands - Français
	Inhalt
	Bedienungselemente, Anschlüsse
	1 - Inbetriebnahme
	1.1 - Vor dem Einschalten
	1.2 - Anschliessen
	1.3 - Band einlegen
	1.4 - Netzschalter, Geschwindigkeitswähler
	1.5 - Laufwerksfunktionen

	2 - Aufnahme
	2.1 - Mono
	2.1.1 - Spur 1 (Linker Kanal)
	2.1.2 - Spur 2 bzw. 3 (Rechter Kanal)

	2.2 - Stereo

	3 - Aussteuerung
	3.1 - Monitor
	3.2 - Aussteuerungsanzeige

	4 - Wiedergabe
	4.1 - Einpegeln 

	5 - Tricks
	5.1 - Duoplay
	5.2 - Simultan
	5.3 - Multiplay
	5.4 - Echo

	6 - Band-Endschalter
	7 - Bandmontage
	8 - Bandpflege
	9 - Wartung
	10 - Fernsteuerung
	10.1 - Schaltuhrbetrieb
	10.2 - Dia-Steuerung

	11 - Tonmotorsteuerung
	11.1 - Intern
	11.2 - Extern

	12 - Fehlermöglichkeiten
	13 - Technischer Anhang

	Español - English - Italiano
	Contents
	Operator Controls, Connectors
	1 - Operation
	1.1 - Before Powering On
	1.2 - Mains Connection
	1.3 - Tape Threading
	1.4 - Mains Switch, Speed Selection
	1.5 - Tape Transport Functions

	2 - Recording
	2.1 - Mono
	2.1.1 - Track 1 (Left Channel)
	2.1.2 - Track 2 or 3, resp. (Right Channel)

	2.2 - Stereo

	3 - Level
	3.1 - Monitor
	3.2 - Level Meter

	4 - Playback
	4.1 - Playback Level

	5 - Effects
	5.1 - Duo Play
	5.2 - Simultaneous Recording
	5.3 - Multi Play
	5.4 - Echo

	6 - End-of-Tape Switch
	7 - Editing
	8 - Handling and Archiving the Tape
	9 - Maintenance
	10 - Remote Control
	10.1 - Timer Operation
	10.2 - Slide Sync

	11 - Speed Control
	11.1 - Internal
	11.2 - External

	12 - Troubleshooting
	13 - Technical Appendix


